
Secure storage for mobile phones and small devices.

A range of individual lockers designed to provide secure storage for mobile phones and other 
small items such as keys, wallets and mini iPads in phone restricted areas. Ideal for schools, 
security facilities, Government departments such as Defence or any area where the use of a 
phone, camera or recording device is prohibited.

Manufacturer Planex Sales Pty Ltd 
Location Hallam, Melbourne 
Standard Warranty Ten years

FoneVault 
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Materials
• Welded body made of 100% recyclable BlueScope sheet steel 

(with 24.2% recycled content)

Colours/Finishes
• Standard powder coats available in 300+ colours/finishes either 

uniform or in colour combinations

Mounting
• Individual columns are joined together using a standard Planex 

connector
• FoneVault allows for a maximum of 5 columns joined together. 

Additional columns can be added, however a new base will be 
required

• FoneVault requires fixing to the wall and floor. If floor mounted the 
base accommodates skirtings up to 30mm deep

• An integrated tab at the rear of the locker allows for wall mounting 
using standard wall anchors (not provided)
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FoneVault 
Description 

1 column: 10 doors

2 columns: 20 doors 

3 columns: 30 doors 

4 columns: 40 doors 

5 columns: 50 doors

Dimensions

Internal locker: 80 H x 166 W x 220 D

Side panels: 1000 H x 16 W x 250 D 

Tops: 20 H x 250 D

Locks 

• FoneVault can be fitted with cam locks, dial locks and rotary hasps 
(padlock not included)

• Doors can be numbered with an aluminium number plate
• Doors are fitted with tamperproof concealed hinges

Manufacturing
• Made in Melbourne, Australia using locally sourced materials
• Manufactured for disassembly
• Polymer parts labelled for segregation and sorting 
• Iron phosphate pre-treatment AS2331.3.1-2001 Method 3.1
• Planex factory uses a 100kW roof mounted solar array to provide 

up to 25% of manufacturing electricity needs

Environmental Certification
• Production facility certified ISO14001 and ISO9001 
• VOC compliant materials

Designed by Planex

www.planex.com.au

http://www.planex.com.au


FoneVault 02_2023
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subject to change without notification 

Head Office / Manufacturing
191 Princes Highway Hallam
VIC Australia 3803
PO Box 125 Hallam 3803
Tel: +61 3 8795 1100
Fax: +61 3 8795 1122
Email Head Office: info@planex.com.au

National Sales and Distribution
Adelaide
Brisbane
Canberra
Hobart
Perth
Sydney
Tel: +61 3 8795 1100
Email: info@planex.com.au
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